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** THICKEN FLANGE TO COMPENSATE FOR CAMBER DUE TO
PRESTRESS.  FLANGE THICKNESS SHOWN IS @ ¢ OF SPAN.
FOR FLANGE THICKNESS ALONG GIRDER SEE GIRDER 
FLANGE THICKENING DETAILS ON BR. SHEET .  
GIRDERS WITH ULTIMATE CAMBER VALUES SMALLER THAN
¾" ARE EXEMPT FROM THIS REQUIREMENT.  FLANGE 
THICKENING SHALL BE USED ONLY IF NEEDED BY DESIGN.

GIRDER SCHEDULE

-----------------------
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2 ~ ½"ø X 4"
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STUD (TYP.)
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ª 2 x 1½ x É x 
0'-6 ASTM A36

¼

21Ä

3 SIDES BAR 3 x ¾ x 0'-4
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SYMM. ABOUT ¢ GIRDER

1"
(TYP)

SAWTEETH SHOWN BY
SHADED AREA

1½" DEEP
SHEAR KEYS (TYP.)

EXTEND  G4 
AND  G8 (TYP.)

OMIT EXT. SHEAR KEY
IF GIRDER WIDTH IS
LESS THAN 3'-0" (TYP.) 

GIRDER END
AT END PIERS
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4 SPA @
2" = 8"
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2" = 8"

C.G. TOTAL
STRAIGHT
STRANDS

ALL HARPED STRANDS 
IN EXCESS OF 12
SHALL BE PLACED 
IN THIS BUNDLE

C.G. TOTAL
HARPED 
STRANDS

C.G. OF LOWER
HARPED STRAND
BUNDLE BETWEEN
HARPING POINTS
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STRAND PATTERN AT ¢ SPAN
STRAND LOCATION SEQUENCE SHALL
BE AS SHOWN  1  ,  2  ETC.
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STRAND PATTERN
AT GIRDER END
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ODD STRAND (MAY BE 
ADJUSTED TO EITHER 
SIDE OF WEB)
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SHALL BE AS SHOWN  1  ,  2  ETC.
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SECTION B
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ALTERNATE #1
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SPAN

GIRDER FLANGE THICKENING
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15 G10 W12 TIES. STAGGER
SPACING ON ALT. STIRRUPS.
ADJUST SPACING
AT STRANDS TO CLEAR

BOTTOM 
OF GIRDER

TIE SPACING
DETAIL
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END OF GIRDER
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SAWTEETH ARE FULL WIDTH -
USE SAWTEETH KEYS
FROM BOTTOM OF BOTTOM FLANGE
TO BOTTOM OF LOWEST HARPED STRAND

SAWTEETH DETAILS

90°

END OF
P.S. GIRDER

1"

1"

LEVEL

PLUMB

LEVEL

NOTE:
Dimensions shall be shown in Imperial
units to the nearest Âth inch.

ª 2 x 2 x ¼ x 0'-6
ASTM A36

2 ~ ½"ø X 4"
WELDED SHEAR
STUD (TYP.)

LEVEL

GIRDER SLOPE
(AFTER SLAB CASTING)

½
"

½
"

 ¢  BEARING

90° 90°

LEVEL

ELEVATION

PLAN - BEARING RECESS & BOTTOM
FLANGE SPALL PROTECTION

 ¢  BEARING

¾" CHAMFER ON 
WEB FOR SKEWS 
GREATER THAN 15°

½" EXPANDED
POLYSTYRENE FOR
SKEWS GREATER THAN 15°

½" EXPANDED 
POLYSTYRENE FOR 
SKEWS GREATER THAN 15°

¾" CHAMFER ON 
FLANGE FOR SKEWS 
GREATER THAN 15°

 ¢  BEARING  ¢  BEARING

BEARING WIDTH +2" - SEE
MISC. DIAPH. DETAILS SHEET
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3"

½" EXPANDED POLYSTYRENE 
FOR SKEWS LESS OR 
EQUAL THAN 15°

* The number of harped strands
should not exceed ½ of the
number of straight strands.
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